COMMONWEALTH of VIRGINIA

DEPARTMENT OF ENVIRONMENTAL QUALITY
TIDEWATER REGIONAL OFFICE
L. Preston Bryant, Jr . 5636 Southern Boulevard, Virginia Beach, Virginia 23462 David K. Paylor
Secrefary of Natural Resources _ (757) 518-2000 Fax (757) 518-2103 ) Director

www.deq.virginia.gov
Francis L. Daniel
Regional Director

Permit No: VAQ0E5832
mffective Date: June 23, 2009
Modification Date: February 23, 2010
Expiration Date: June 22, 2014

AUTHORIZATION TQ DISCHARGE UNDER THE
VIRGINIZ POLLUTANT DISCHARGE ELIMINATION SYSTEM
AND

THE VIRGINIA STATE WATER CONTROL LAW
In compliance with the provisions of the Clean Water Act as amended and
pursuant to the State Water Control Law and regulations addpted pursuant
thereto, the following owner ig authorized to discharge in accordance
with the information submitted with the permit application, and with this
cover page, and Parts I and IT of this permit, as set forth herein.

Owner: BKEP Materials, L.L.C.

Facility Name: BKEP Materials, L.L.C.

City: Newport News

County: N/A

Facility Location: 801 Terminal Avenue, Newport News, VA 23607

The owner is authorized to discharge to the following receiving stream:

Stream: James River

River Bagin: dJames River (Lower)
River Subbasin: N/A

Section: 1

Class: II

Special Standards: a, NEW-19

Francis L. Daniel
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Permit No. VAQ055832
Part I
Page 4 of 32

B. OTHER REQUIREMENTS OR SPECIAL CONDITIONS
1. Permit Reopenérs
a. Water Quality Standards Reopener

Should effluent monitoring indicate the need for any
water quality based limitation, this permit may be
modified or, alternatively, revoked and reissued to
incorporate appropriate limitations.

b. Nutrient Enriched Waters Reopener

This permit may be modified or, alternatively, revoked
and reissued to include new or alternative nutrient
limitations and/or monitoring requirements should the
State Water Contrcl Board adopt nutrient standards for
the waterbody receiving the discharge or if a future
water quality regulation or statute requires new or
alternative nutrient control.

C. Total Maximum Daily Load (TMDL} Reopenexr

This permit shall be modified or, alternatively, revoked
and reissued if any approved wasteload allocation
procedure, pursuant to Section 303 (d} of the Clean Water
Act, imposes wasteload allocations, limits or conditions
on the facility that are not consistent with the permit
requirements.

2. Operations and Maintenance (0 & M) Manual

" The permittee shall review the existing O & M Manual and
notify the DEQ Tidewater Regional Office, in writing, that it
is still current. This O&M Manual shall include descriptions
of the treatment works operationg and its contributing
sources, and practices necessary to achieve compliance with
this permit. The revised Manual shall specifically address:
treatment system operation; routine and emergency maintenance;
wastewater and/or storm water collection, treatment and
digposgal /discharge; permitted outfall locations; effluent
sampling and preservation procedures; laboratory testing,
analysis and recording of results; submittal and retention of
all records, reporting forms and testing results; and a
listing of the personnel responsible for the above activities.
Alsc included in the Manual shall be a list of facility, 1local
and state emergency contacts; procedures for reporting and
responding to any spills/overflows/ treatment works upsets; a
copy of the VPDES/VPA permit; and copies of all reporting
forms. If the 0O&M Manual is no longer current, a reviged 0&M
Manual shall be submitted for approval. Once approved, this
revised manual shall become an enforceable condition of this
permit. Future changes to the facility must be addressed by



Permit No. VA0055832
Part T
Page 5 of 32

the submittal of a revised O & M Manual. Non-compliance with
the O & M Manual shall be deemed a violation of the permit.

Letter/Revised Manual Due: No later than September 22, 2009.

Notification Levels

The permittee shall notify the Department as soon as they know
or have reason to believe:

a.

That any activity has occurred or will occur which would
result in the discharge, on a routine or frequent basis,
of any toxic pollutant which is not limited in this
permit, if that discharge will exceed the highest of the
following notification levels:

(1) One hundred micrograms per liter (100 ug/l);

(2) Two hundred micrograms per liter (200 ug/l) for
acrolein and acrylonitrile; five hundred micrograms
per liter (500 ug/l) for 2,4-dinitrophenol and for
2-methyl-4,6-dinitrophencl; and one milligram per
liter (1 mg/l) for antimony;

{(3) Five (5) times the maximum concentration value
reported for that pollutant in the permit
application; or

(4) The level established by the State Water Control
Beard.

That any activity has occurred or will occur which would
result in any discharge, on a non-routine or infrequent
basis, of a toxic pollutant which is not limited in this
permit, if that discharge will exceed the highest of the
following notification levels:

(1) Five hundred micrograms per liter (500 ug/l};

(2) o©One milligram per liter (1 mg/l} for antimony;

(3) Ten (10) times the maximum concentration value
reported for that pollutant in the permit
application.

{4) The lewvel established by the State Water Control
Board.

Quantification Levels Under Part I.A.

a.

The maximum quantification levels (QL) shall be as
follows:

'Effluent Characteristic Quantification Level
Dissolved Copper 7.2 ug/l
Dissolved Zinc 100 ug/1

Total Suszpended Solids . 1.0 mg/l
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b. The permittee may use any approved method which has a QL
equal to or lower than the (QL) listed in 4.a above.
- The QL is defined as the lowest concentration used to
calibrate a measurement system in accordance with the
procedures published for the method.

Compliance Reporting Under Part T.A.

a. Daily Maximum -- Compliance with the daily maximum
limitations and/or reporting requirements for the
parameters listed in Part I.A.1. shall be determined as
follows: All data below the quantification level (QL)
ligted in Part I.B.4. above shall be treated as zero.
All data equal te or above the QL shall be treated as
reported. An arithmetic average of the values shall be
calculated using all reported data, including the
defined zeros, collected for each day during the
reporting month. The maximum value of these daily
averages thus determined shall be reported on the DMR as
the Daily Maximum. If all data are below the QL, then
the average shall be repoxrted as <QL.

b. Any single datum required shall be reported as “<QL” if
it ig less than the QL listed in Part 1.B.4. above.
Otherwise, the numerical value shall be reported.

C. Where possible, all limit values on the Part T.A. limits
page (s) are expressed in two significant figures. As a
result, single, trailing zeros occurring after any
single digit are significant. Effluent limits of 10 or
greater are rounded to two significant whole numbers,
with the exception that loading limits are expressed as
whole numbers. '

d. The permittee shall report at least the same number of
significant figures as the permit limit for a given
parameter. Regardless of the rounding convention used
{i.e., 5 always rounding up or to the nearest even
number) by the permittee, the permittee shall use the
convention consistently, and cshall ensure that
consulting laboratories employed by the permittee use
the same convention.

Materials Handling and Storage

Any and all product, materials, industrial wastes, and/or
other wastes resulting from the purchase, sale, mining,
extraction, transport, preparation and/or storage of raw or
intermediate materials, final product, by-product or wastes,
shall be handled, disposed of and/or stored in such a manner
so as not to permit a discharge of such product, materials,
industrial wastes and/or other wastes to State waters, except
as expressly authorized. '
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Hydrostatic Testing

a.

The permittee shall obtain approval from the BEQ
Tidewater Regional Office forty-eight {(48) hours in
advance of any discharge(s) resulting from hydrostatic
testing. The conditions of approval will be contingent
on the volume and duration of the proposed discharge and
the nature of the residual product.

Every discharge of hydrostatic testing waters shall be
monitored at cutfall 001 or 002 and limited as specified
below. Sampling will be reguired for characterization

of the “first flush”, as a minimum. All samples shall

be grab samples of wastewater from the tested
structure (s) taken prior to commingling with other
waters (accumulated storm water, etc.) that may be
present in bermed storage areas, at the time of
wastewater discharge.

such discharges shall be limited as follows.

(1) For all:

Parameier Maximum Limitation
Effluent Shall be free cf sheens
Flow Report flow as MGD
Total Residual

Chlorine (TRC) .01 mg/1
Total Suspended Solids - NL mg/1
Total Petroleum Hydrocarbons 15 mg/1
Total Organic Carbon 110 mg/1
Naphthalene 62 ug/1
Biological Toxicity

Testing No limit

(see Part I.B.7.e.}

Report results with the Discharge Monitoring Report
(DMR) for the monitcoring period in which hydrestatic
testing and resulting wastewater discharge and sampling
occurs. The results shall be presented in tabular form
with laboratory certificates of analyses accompanying
the submittal(s).

Acute toxicity tests shall be conducted with the species
Americamysis bahia and Cyprinodon variegatus using 48-
hour static acute tests. All toxicity test conditions
and reporting requirements under Part I section C.1.b
through C.7.e. of .the permit shall be followed. The
permittee shall report the results and supply one
complete copy of the toxicity test report with the DMR.
A complete report must contain a copy of all laboratory
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benchsheets, certificates of analysis, and all chains of
custody. All data shall be submitted by the 10°® of the
month following sampling.

Cooling Water and Boiler Additives

a.

If at any time during the life of this permit, the
permittee decides to treat any non-contact cooling water
unit (s) and/or boiletr system({s) with chemical additives
[other than those additives currently in use and on file
with the DEQ Tidewater Regional Office, the following
requirements shall be satisfied.

At least thirty (30) days prior to implementing any
chemical addition to the cooling water and/or boiler
equipment, the permittee shall notify the DEQ Tidewater
Regional Office, in writing, of the following:

(1} The chemical additives to be emploved and their
purpose. Provide to the staff for review, a
Material Safety Data Sheet (MSDS) for each proposed
additive;

(2) Schedule of additive usage; and,

(2) Wastewater treatment and/or retention to be

provided during the use of additives.

Should the addition of treatment chemicals significantly
alter the characteristics of the effluent from the
cooling water and/or boiler unit(s) or their usage
becomes persistent or continuous, this permit shall be
modified or, alternatively, revoked and reissued to
include appropriate limitations or conditiomns.
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C. Toxicg Monitoring Program

1. Biclogical Monitoring for outfall 002

a.

In accordance with the schedule in 2. below, the
permittee shall conduct annual acute toxicity tests for
the duration of the permit. The permittee shall collect
a grab gample of final effluent in accordance with the
sampling methodology in Part I.A.1 of this permit. The
grab samples for toxicity testing shall be taken at the
same time as the monitoring for the outfalls in Part
1.A. of this permit. The acute test to use shall be:

48 Hour Static Acute test using Americamysis bahia

These acute tests shall be performed with a minimum of 5
dilutions, derived gecmetrically, for the calculation of
a valid LCs, Express the results as TU, {Acute Toxic
Units) by dividing 100/ LC;, for reporting. Both species
should be analyzed from grab samples collected during
the same sampling event.

Test procedures and reporting shall be in accordance
with the WET testing methods cited in 40 CFR 136.3.

In the event that sampling of the outfall is not
possible due to the absence of effluent flow during a
particular testing period, the permittee shall perform a
make-up sample during the next testing period.

The permittee may provide additional samples to address
data variability during the period of initial data
generation. These data shall be reported and may be
included in the evaluation of the effluent toxicity.
Test procedures and reporting shall be in accordance
with the WET testing methods cited in 40 CFR 136.3.

The test dilutions shall be able to determine compliance
with the following endpoints:

(1) Acute LC;, of 100% equivalent to a TU, of 1.0

2. Reporting Schedule

The permittee shall report the results and supply one
complete copy of the toxicity test reports toc the
Tidewater Regional Office in accordance with the
schedule below. A complete report must contain a copy
of all laboratory benchsheets, certificates of analysis,
and all chains of custody. All data shall be submitted
by the 10™ of the month following sampling.
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(a)

Conduct first annual TMP test
for outfall 002 using
Americamysis bahia (A.b.)

By December 31,
2010

(b) Submit results of the first By the 10™ of
annual biclogical test the month
following
sampling but no
later than
January 10,
2011
(c) Conduct second annual TMP By December 31,
tests for outfall 002 using 2011
(A.b.}
(d) | Submit second annual By the 10" of
bioclogical test the month
following
sampling but no
later than
January 10,
2012
Conduct third annual TMP test
(e) for outfall 002 using (A.b) By December 31,
2012
{£) Submit third annual By the 10" of
biclogical test the month
following
sampling but no
later than
January 10,
2013
(g) Conduct fourth annual TMP By December 31,
tests for outfall 002 using 2013
(a.Db.)
(h) | submit forth annual By the 10 of

biological test

the month
following
gsampling but no
later than
January 10,
2014

VAOO55832




Permit No. VAQ055832
Part T
Page 11 of 32

D. STORM WATER MANAGEMENT CONDITIONS

1.

Sampling Methodology for Specific Outfall 001

The following shall be required when obtaining samples

a.

required by Part I.A. of this permit:

At the time of sampling, the permittee shall ensure that
the effects of tidal influences are kept to an absolute
minimum. This can be achieved by:

(1) Sampling at low tide and/or

{2) Sampling at a representative point which has been
demonstrated to be free of tidal influences

In the event that sampling of an outfall is not possible
due to the absence of effluent flow during a particular
testing period, the permittee shall provide written
notification to DEQ Tidewater Regicnal Qffice with the
DMR for the month following the period in which samples
were to be collected.

Storm Water Management Evaluation

The Storm Water Pollution Preventicn Plan (8WP3)}, which 1s to
be developed and maintained in accordance with Part I.D.4 of
this permit, shall have a goal of reducing pollutants
discharged at all the regulated storm water outfalls.

a.

Pollutant Specific Screening

The goal shall place emphasis on reducing, to the
maximum extent practicable, the following screening
criteria parameters in the ocutfalls noted below.

OUTFALL NO. POLLUTANTS
001 Dissolved Copper
001 Diggolved Zinc

Toxicity Screening

The permittee shall conduct annual acute toxicity tests
on the outfall noted in 2.a above using. grab samples of
final effluent. These acute sgcreening tests shall be 48-
hour static tests using Americamysis Bahia, conducted in
such a manner and at sufficient dilutiomns for
calculation of a wvalid LC50.

The teszts shall be conducted on a calendar year basis
with one copy of all results and all supporting
information submitted on the 10" of the month following
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gsampling, however, and no later than January 10" of each
year. 'The first annual toxicity test results are due no
later than January 10, 2011.

Test procedures and reporting shall be in accordance
with the WET testing methods cited in 40 CFR 136.3

If any of the biological screening tests are
invalidated, an additional test shall be conducted
within thirty (30) days of notification. If there is no
discharge during this 30-day period, a sample must be
taken during the first qualifying discharge.

Sampling methodology for the noted outfall shall be in
accordance with Part I.D.1. of this permit. The
permittee shall submit the following information with
the results of the toxicity tests.

(1) The actual or estimated effluent flow at the time
of the sampling.

(2) BAn estimate of the total volume of storm water
discharged through each ocutfall during the
discharge event.

{3} The time at which the discharge event began, the
time at which the effluent was sampled, and the
duration of the disgcharge event.

The effectiveness of the SWP3 will be evaluated via the
required monitoring for all parameters listed in Part
I.A. of this permit for the regulated storm water
cutfalls, including the screening criteria parameters
and toxicity screening. Monitoring results which are
either above the screening criteria valueg or, in the
case of toxicity, result in an L{s of less than 100%
effluent, will not indicate unacceptable values.
However, those results will justify the need to
reexamine the effectiveness of the SWP3 and any best
management practices (BMPs) being utilized for the
affected outfalls. In addition, the permittee shall
amend the SWP3 whenever there is a change in the
facility or its operation which materially increases
the potential for activities to result in a discharge
of significant amounts of pollutants.

By February 10th of each year, the permittee shall
gubmit to the DEQ Tidewater Regional Office an annual
report which includes a summary of the pollutant-
specific monitoring data and biological data (do not xe-
submit biological data) from the outfall included in
this condition along with a summary of any steps taken
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to modify either the Plan or any BMPs based on the
monitoring data.

First Annual Toxicity Screening and Annual Report Due:
No later than February 10, 2011.

3. General Storm Water Conditions
a. Recording of Results

For each storm event monitored under Part I.A. of this
permit, the permittee shall record and retain on site
with the SWP3 the following information:

(1) The date and duration {(in hours) of the storm
event {s) sampled;

{2) The rainfall measurements or estimates (in inches)
of the storm event which generated the sampled
discharge; and

(3} The duration between the storm event sampled and
the end of the previous measurable (greater than
0.1 inch rainfall) storm event.

In addition, the permittee shall maintain a monthly log
documenting the amount of rainfall received at this
facility on a daily basis. This information shall be
retained on site with the SWP3.

b. Sampling Waiver

When a permittee is unable to collect storm water
samples required in Part I.A. or other applicable
sections of thisg permit within a specified sampling
period due to adverse climatic conditions, the permittee
shall collect a substitute sample from a separate
qualifying event in the next period and submit these
data along with the data for the routine sample in that
period. Adverse weather conditiong that may prohibit
the collection of samples include weather conditions
that create dangerous conditions for personnel (such as
local flooding, high winds, hurricane, tornadoes,
electrical storms, etc.) or otherwise make the
collection of a sample impracticable (drought, extended
frozen conditions, etc.).

C. Repregentative Discharge

When a facility hasg two or more outfalls that, based on
a consideration of industrial activity, significant
materials, and management practices and activities
within the area drained by the outfall, the permittee
reascnably believes substantially identical effluents
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are discharged, and the DEQ Tidewater Regional Cffice

" hag approved them as such, the permitftee may test the
effluent of one of such outfalls and report that the
quantitative data also apply to the substantially
identical outfall (s) provided that the permittee
includes in the SWP3 a description of the location of
the outfalls and explains in detail why the outfalls are
expected to discharge substantially identical effluents.
ITn addition, for each outfall that the permittee
believes is representative, an estimate of the size of
the drainage area (in square feet) and an estimate of
the runoff coefficient of the drainage area [(i.e., low
(under 40 percent), medium (40 to 65 percent), or high
(above 65 percent)] shall be provided in the plan.

Quarterly Visual Examination of Storm Water
Quality

Unless another more frequent schedule is established
elsewhere within this permit, the permittee shall
perform and document a visual examination of a storm
water discharge associated with industrial activity from
each outfall. The examination(s) must be made at least
once in each of the following three-month periocds:
January through March, April through June, July through
September, and October through December.

(1) Examinations shall be made of samples collected
within the first 30 minutes {or as soon thereafter
as practical, but not to exceed 1 hour) of when the
runeff or snowmelt begins discharging. The
examination shall document observations of color,
odor, clarity, floating solids, settled solids,
suspended solids, foam, oil sheen, and other
cbvious indicators of storm water pellution. The
examination must be conducted in a well 1lit area.
No analytical tests are required to be performed on
the samples. All such samples shall be collected
from the discharge resulting from a storm event
that is greater than 0.1 inches in magnitude and
that occurs at least 72 hours from the previous
measurable (greater than 0.1 inch rainfall) storm
event. The required 72-hour storm event interval
ig waived where the preceding measurable storm
event did not result in a measurable discharge from
the facility. The required 72-hour storm event
interval may also be walved where the permittee
documents that less than a 72-hour interval is
representative for local storm events during the
season when sampling is being conducted. Where
practicable, the same individual should carry out
the collection and examinaticn of discharges for
the entire permit term.
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{2) Vigsual examination reports must be maintained
onsite with the SWP3. The report shall include the
outfall location, the examination date and time,
examination personnel, the nature of the discharge
{(i.e., runoff or snow melt), visual gquality of the
storm water discharge (including observations of
color, odor, clarity, floating solids, settled
solids, suspended solids, foam, ©il sheen, and
other obvious indicators of storm water pollution),
and probable sources of any observed storm water
contamination.

{3) When a facility has two or more cutfalls that,
based on a consideration of industrial activity,
significant materials, and management practices and
activities within the area drained by the outfall,
the permittee reasonably believes discharge
substantially identical effluents, the permittee
may collect a sample of effluent of one of such
outfalls and report that the examination data also
applies to the substantially identical cutfall (s)
provided that the permittee includes in the SWP3 a
description of the location of the outfalls and
explaing in detail why the outfalls are expected to
discharge substantially identical effluents. In
addition, for each outfall that the permittee
believes ig representative, an estimate of the size
of the drainage area (in square feet) and an
estimate of the runoff coefficient of the drainage
area (i.e., low {(under 40 percent), medium (40 to
65 percent}, or high (above 65 percent}) shall be
provided in the plan.

(4) When the permittee is unable to conduct the visual
examination due to adverse climatic conditions, the
permittee must document the reason for not
performing the visual examination and retain this
documentation onsite with the records of the wvigual
examinations. Adverse weather conditions that may
prohibit the ceollection of samples include weather
conditions that create dangerous conditions for
personnel {such as local flocding, high winds,
hurricane, tornadoes, electrical storms, etc.) or
otherwige make the collection of a sample
impracticable (drought, extended frozen conditions,
etc.).

Releases of Hazardous Subsgtancesg or 0il in Excess of
Reportable Quantities

The discharge of hazardous substances or oil in the
storm water discharge{s) from a facility shall be
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prevented or minimized in accordance with the applicable
SWP3 for the facility. This permit does not authorize
the discharge of hazardous substances or oil resulting
from an onsite gpill. Where a release containing a
hazardous substance or oil in an amount equal to or in
excess of a reportable quantity established under either
40 CFR 110 {(1998), 40 CFR 117 {19¢8) or 40 CFR 302

(1998) occurs during a 24-hour period, the permittee is
required to notify the Department in accordance with the
requirements of Part II.G. of this permit as soon as he
or she has knowledge of the discharge. In addition, the
storm water pollution prevention plan required by this
permit must be reviewed to identify measures to prevent
the reoccurrence of such releases and to respond to such
releases, and the plan must be modified where
appropriate. This permit does not relieve the permittee
of the reporting requirements of 40 CFR 110 (1988}, 40
CFR 117 (1998) and 40 CFR 302 (1998) or . 62.1-44.34:19
of the Code of Virginia.

Allowable Non-Storm Water Discharges

(1) . The following non-storm water discharges are
authorized by this permit provided the non-storm
water component of the discharge is in compliance
with Part g.(2), below.

{(a) Discharges from fire fighting
activities;

(b) Fire hydrant flushings;

(¢) Potable water including water line
flushings;

(d) Uncontaminated air conditioning or compressor
condensate;

(e} Irrigation drailnage;

(£} Tandscape watering provided all pesticides,
herbicidesg, and fertilizers have been applied
in accordance with manufacturer’ s
instructions;

{g} Pavement wash waters where no detergents are
used and ho spills or leaks of toxic or
hazardous materials have occcurred (unless all
spilled material has been removed);

(h) Routine external building wash down which does
not use detergents;

(i} - Uncontaminated ground water or spring water;

(37} Foundation or focting drains where flows are
not contaminated with process materials such
as solvents;
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(k) Iincidental windblown mist from cooling towers
that ccllects on rooftops or adjacent
portions of the facility, but NOT intentional
discharges from the cooling tower (e.qg.,
"piped" cooling tower blowdown or draing).

(2) . For all regularly-occurring discharges listed in
g. (1) above that occur in industrial areas, the
Storm Water Pollution Prevention Plan must
include:

(a) Idenktification of each allowable non-storm
water source;

(b} The location where the non-storm water is
likely to be discharged; and

(c¢) Descriptions of any BMPs that are being used
for each source.

{3)., If mist blown from cooling towers is included as
one of the allowable non-storm water discharges
from the facility, the permittee must specifically
evaluate the potential for the discharges to be
contaminated by chemicals used in the cooling
tower, and must select and implement BMPs to
control such discharges so that the levels of
cooling tower chemicals in the discharges would
not cause or contribute to a violation of an
applicable water quality standard.

Storm Water Pollution Prevention Plan (SWP2)

A storm water pollution prevention plan (SWP3)shall be
developed for the facility. The SWP3 shall be prepared in
accordance with good engineering practices. The SWP3 shall
identify potential sources of pollution which may reasonably
be expected to affect the quality of storm water discharges
associated with industrial activity from the facility. 1In
addition, the 8WP3 shall describe and ensure the
implementation of practices which are to be used to reduce the
pollutants in storm water discharges associated with
industrial activity at the facility and to assure compliance
with the terms and conditions of this permit. The permittee
must implement the provisions of the SWP3 as a condition of
this permit.

The SWP3 requirements of this permit may be fulfilled by
incorporating by reference other plans or documents such as an
erosion and sediment control plan, a spill prevention control
and countermeasure (SPCC) plan developed for the facility
under Section 311 of the Clean Water Act or best management
practices (BMP) programs otherwise required for the facility
provided that the incorporated plan meets or exceeds the SWP3
requirements of this section. If an erosion and sediment
contrel plan is being incorporated by reference, it shall have
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been approved by the locality in which the activity is to
occur or by another appropriate plan approving authority
authorized under the Virginia Erosion and Sediment Control
Requlation 4 VAC 50-30-10 et seqg. All plans incorporated by
reference into the SWP3 become enforceable under this permit.

a. Deadlines for SWP3 Preparation and Compliance

Exisgting Facilities

The SWP3 which was previously prepared and implemented
shall be complied with, and continually updated as
needed in accordance with sections b., c¢., d. and e.
below.

{1)

Measures That Require Construction

In cases where congtruction is necessary to
implement measures required by the SWP3, the SWP3
shall contain a schedule that provides compliance
with the plan as expeditiously as practicable, but
no later than 3 years after the effective date of
the permit. Where a construction compliance
schedule is included in the SWP3, the schedule
shall include appropriate nonstructural and/or
temporary controls to be implemented in the
affected portion(s) of the facility prior to
completion of the permanent control measure.

b. Signature and SWP3 Review

(1)

(3}

Signature/Location

The SWP3 shall be signed in accordance with Part
II.K. of this permit and be retained onsite at the
facility which generates the storm water digcharge
in acaordance with Part II.B. cof this permit. For
inactive facilities, the SWP3 may be kept at the
nearest office of the permittee.

Availability

The permittee shall make the SWP3, amnual site
compliance inspection report, or other information
available to the DEQ upon regquest.

Required Modifications

The Tidewater Regional Office may notify the
permittee at any time that the SWP3 does not meet
one or more of the minimum requirements of the
permit. Such notification shall identify those
provisions of the permit which are not being met by
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the SWP3, and identify which provisions of the plan
require modifications in order to meet the minimum
requirements of this permit. Within 60 days of
such notification, the permittee shall make the
recquired changes to the SWP3 and shall submit to
the DEQ Tidewater Regional Office a written
certification that the requested changes have been
made.

Reeping SWP3s Current

The permittee shall amend the SWP3 whenever there is a
change in design, construction, operation, or
maintenance which has a significant effect on the
potential for the discharge of pollutdnts to surface
waterg of the State or if the SWP3 proves to be
ineffective in eliminating or significantly minimizing
pollutants from sources identified under section d.
below, or in otherwige achieving the gemneral objectives
of contreolling pollutants in storm water discharges
agsociated with industrial activity. New owners shall
review the existing SWP3 and make appropriate changes.
Amendments to the plan may be reviewed by the Department
~ in the same manner as noted in section b. above.

Contentg of SWP3

The contents of the SWP3 shall comply with the
requirements listed below and those in Part I._.5.
(Facility-specific Storm Water Conditions) of this
permit; these requirements are cumulative. The SWP3
shall include, at a minimum, the following items.

(1) Pollution Preventiomn Team

The SWP3 shall identify a specific individual or
individuals within the facility organization as
members of a storm water pollution prevention team
that are responsible for developing the SWP3 and
assisting the facility or plant manager in its
implementation, maintenance, and revision. The
SWP3 shall clearly identify the responsibilities of
each team member. The activities and
responsibilities of the team shall address all
aspects of the facility's SWP3.

{(2) Description of Potential Pollutant Sources

The SWP3 shall provide a description of potential
sources which may reascnably be expected to add
significant amounts of pollutants to storm water
discharges or that may result in the discharge of
pollutants during dry weather from separate storm
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sewers draining the facility. The SWP3 shall
identify all activities and significant materials
which may potentially be significant pollutant

sources.

The SWP3 shall include, at a minimum:

(a) Drainage

i.

ii.

A site map indicating an outline of the
portions of the drainage area of each
storm water outfall within the facility
boundaries, each existing structural
control measure to reduce pollutants in
storm water runoff, surface water
bodies, locationg where significant
materials are exposed to precipitation,
locations where major spills or leaks
identified under section (2) {c) below
have occurred, and the locations of the
following activities where such
activities are exposed to precipitation:
fueling stations; vehicle and equipment
mainténance and/or cleaning areas;
loading/unlcading areas; locations used
for the treatment, storage or disposal
of wasgstes and wastewaters; locations
used for the treatment, filtration or
storage of water supplies; liquid
gtorage tanks; processing areas; and,
storage areas. The map must indicate
the outfall locations and the types of
discharges contained in the drainage
areags of these outfalls.

For each area of the facility that
generates storm water discharges
associated with industrial activity with
a reasonable potential for containing
significant amounts of pollutants, a
prediction of the direction of flow, and
an identification of the types of
pollutants which are likely to be
present in the storm water discharges.
Factors to consider include: the
toxigity of chemicals; guantity of
chemicals used, produced or discharged;
the likelihood of contact with storm
water; and, history of significant leaks
or gpills of toxic or hazardous
pollutants. Flows with a significant
potential for causing erosion shall be
identified.

(k) Inventory of Exposed Materials
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An inventory of the types of materials
handled at the site that potentially may be
exposed to precipitation. Such inventory
shall include a narrative description of
significent materials that have been handled,
treated, stored or disposed in a manner to
allow exposure to storm water between the
time of three vears prior to the effective
date of this permit and the present;. method
and location of on-site storage or disposal;
materials management practices employed to
minimize contact of materials with storm
water runoff between the time of three years
prior to the effective date of this permit

_and the present; the location and a

description of existing structural and non-
structural control measures to reduce
pollutants in storm water runoff; and a
description of any treatment the storm water
receives.

Spills and Leaks

A list of significant gpills and significant
leaks of toxic or hazardous pollutants that
occurred at areas that are exposed to
precipitation or that otherwise drain to a
storm water conveyance at the facility after
the date of three years prior to the
effective date of this permit. Such list
shall be updated as appropriate during the
term of the permit.

Sampling Data

A summary of existing discharge sampling data
describing pollutants in storm water
discharges from the facility, including a
summary cof sampling data collected during the
term of this permit.

Risk Identification and Summary of Potential
Pollutant Sources

A narrative description of the potential
pollutant sources from the following
activities: loading and unloading operations;
outdoor storage activities; outdoor
manufacturing or processing activities;
significant dust or particulate generating
processes; and, on-site waste disposal
practices and wastewater treatment activities
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to include sludge drying, storage,
application or disposal activities. The
description shall specifically list any
significant potential scource of pollutants at
the site and for each potential source, any
pollutant or pollutant parameter (e.g.,
biochemical oxygen demand, total suspended
solids, etec.) of concern shall be identified.

Measures and Controls

The permittee shall develop a description of storm
water management controls appropriate for the
facility and implement these controls. The
appropriateness and priorities of contrels in a
plan shall reflect identified potential sources of
pollutants at the facility. The descripticn of
storm water management controls shall address the
following minimum compconents, including a schedule
for implementing such controls.

{a) Good Housekeeping

Good housekeeping requires the clean and
orderly maintenance cf areas which may
contribute pollutants to storm water
discharges. The SWP3 shall describe
procedures performed to minimize contact of
materials with storm water runoff.
Particular attention should be paid to areas
where raw materials are stockpiled, material
handling areas, storage areas, liguid storage
tanks, material handling areas, and
loading/unloading areas.

(b} Preventive Maintenance

A preventive maintenance program shall
involve: timely inspection and maintenance of
storm water management devices (e.g.,
cleaning oil/water separators, catch basins);
inspection and testing cf facility equipment
and systems to uncover conditions that could
cause breakdowns or failures which could
result in discharges of pollutants to surface
waters; and, appropriate maintenance of such
eguipment and systems.

{c) Spill Prevention and Response Procedures
Areas where potential spills may occur which

can contribute pollutants to storm water
discharges, and their accompanying drainage
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pointg shall be identified clearly in the
SWP3. Where appropriate, specifying material
handling procedures, storage requirements,
and use of equipment such as diversion valves
in the plan should be considered. Procedures
for cleaning up spills shall be identified in
the SWP3 and made.available to the
appropriate personnel. The necessary
equipment to implement a clean up should be
available to the appropriate perscnnel.

Inspections

In addition to or as part of the
comprehensive site compliance evaluation
required under section d.(4) below, gualified
facility personnel who are familiar with the
industrial activity, the Best Management
Practices (BMPg) and the SWP3 shall be
identified to inspect designated equipment
and areas of the facility at appropriate
intervals. The inspection frequency shall be
gpecified in the plan based upon a ‘
consideration of the level of industrial
activity at the facility, but shall be a
minimum of quarterly unless more frequent
intervals are specified elsewhere in the
permit. A set of tracking or follow-up
procedures shall be used to ensure that
appropriate actions are taken in response to
the inspections. Records of insgpections
shall be maintalned with the pollution
prevention plan.

Employee Training
Employee training programs shall inform

personnel responsible for implementing
activities identified in the SWP3 or

‘otherwise responsible for storm water

management at all levels of responsibility of
the components and gcals of the storm water
pollution prevention plan. Training should
address topicg such as spill response, good
housekeeping and material management
practices. The SWP3 shall identify periodic
dates for such training.

Recordkeeping and Internal Reporting
Procedures

A description of incidents such as spills, or
other discharges, along with other
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information describing the quality and
quantity of storm water discharges shall be
included in the SWP3. Inspections and
maintenance activities shall be documented
and records of such activities shall be
incorporated into the plan.

{(g) Sediment and Erosion Control

The SWP3 shall identify areas which, due to
topography, activities, or other factors,
have a high potential for sigmificant soil
erosion, and identify structural, vegetative,
and/or stabilization measureg to be used to
limit erosion.

(h) Management of Runoff

The SWP2 shall contain a narrative
consideration of the appropriateness of
traditional storm water management practices
[practices other than those which control the
generation or source{s} of pollutants] used
to divert, infiltrate, reuse, or otherwise
manage storm water runoff in a manner that
reduces pollutants in storm water discharges
from the site. The SWP3 shall provide for
the implementation and maintenance of
measures that the permittee determines to be
reasonable and appropriate. The potential of
various sources at the facility to contribute
pollutants to storm water discharges
associated with industrial activity shall be
considered when determining reasonable and
appropriate measures. Appropriate measures
may include: vegetative swales and practiceé;
reuse of collected storm water (such as for a
process or asg an irrigation source); inlet
controls (such as oil/water separators); snow
managemernt activities; infiltration devices;
wet detention/retention devices; or, other
equivalent measures.

Comprehensive Site Compliance Evaluation

Qualified facility personnel who are familiar with
the industrial activity, the BMPs and the SWP3
shall conduct site compliance evaluations at
appropriate intervals specified in the SWP3, but,
in no case less than once a yvear during the permit
term. Such evaluaticns shall include the
following.
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Areas contributing te a storm water discharge
associated with industrial activity, such as
material storage, handling and disposal
activities, shall be visually inspected for
evidence of, or the potential for, pollutants
entering the drainage system. Measures to
reduce pollutant loadings shall be evaluated
to determine whether they are adequate and
properly implemented in accordance with the
terms of the permit or whether additional
control measures are needed. Structural
storm water management measures, sediment and
erosion control measures, and other
structural pollution prevention measures
identified in the SWP3 shall be cbhserved to
ensure that they are operating correctly. A
visual inspection of equipment needed to
implement the SWP3, such as spill response
equipment, shall be made. '

Based on the results of the evaluation, the
description of potential pollutant sources
identified in the SWP2 in accordance with
gection d.(2) above and pollution prevention
measures and controls identified in the SWP3
in accordance with section d. {(3) above shall
be revised as appropriate within 2 weeks of
such evaluation and shall provide for
implementation of any changes to the SWP3 in
a timely manner, but in no case more than 12
weeks after the evaluation.

A report summarizing the scope of the
evaluation, personnel making the evaluation,
the date({s) of the evaluation, major
observations relating to the implementation
of the SWP3, and actions taken in accordance
with section (4) (b} above shall be made and
retained as part of the SWP3 for at least
three years from the date of the evaluation.
The report shall identify any incidents of
non-compliance. Where a report does not
identify any incidents of non-compliance, the
report shall contain a certification that the
facility is in compliance with the SWP3 and
this permit. The report shall be signed in
accordance with Part II.X. of this permit.

Where compliance evaluation schedules overlap
with inspections required under section

d.(3) (d), the compliance evaluation may be
conducted in place of one such inspection.
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Special Pollution Prevention Plan Requirements

In addition to the minimum standards listed in section
d. above of this permit, the SWP3 shall include a
complete discussion of measures taken to conform with
the following applicable guidelines.

(1)

Additiocnal Requirements for Storm Water Discharges
Associated with Industrial Activity from Facilities
Subject to Emergency Planning and Community Right-
to Know Act (EPCRA)} Section 312 Requirements

In addition to the SWP3s for facilities subject to
reporting requirements under EPCRA Section 313
prior to May 1, 1997, for chemicals which are
classified as Section 313 water priority chemicals
in accordance with the definition at the end of
this section, except as provided in section

e.(1) (b)ii. below, and where there is the potential
for these chemicals to mix with storm water
discharges, shall describe and ensure the
implementation of practices which are necessary to
provide for conformance with the following
guidelines.

(a) In areas where Section 313 water priority
chemicals are stored, processed or otherwise
handled, appropriate containmment, drainage
control and/or diversionary structures shall
be provided unless otherwise exempted under
gection e. (1} (c¢) below. At a minimum, one of
the following preventive systems or its
equivalent shall be used:

i. Curbing, culverting, gutters, sewers or
other formza of drainage control to
prevent or minimize the potential for
storm water runocn to come into contact
with significant sources of pollutants;
or

ii. Roofs, covers or other forms of
appropriate prectection to prevent
storage piles from exposure to storm
water and wind.

(b) In addition to the minimum standards listed
under section e.(l) above and except as
otherwise exempted under section e. (1) {c)
below, the SWP3 shall include a complete
discusgsion of measures taken to conform with
other effective storm water pollution
prevention procedures, and applicable state
rules, regulations, and guidelines.
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Liguid Storage Areas Where Storm Water
Comes Into Contact with Any Equipment,
Tank, Container, or Other Vessel Used
for Section 313 Water Priority Chemicals

- No tank or container shall ke used
for the storage of a Section 313
water priority chemical unless its
material and congtruction are
compatible with the material
stored and conditions of storage
guch as pressure, temperature,
etc.

- Liguid storage areas for Section
313 water priority chemicals shall
be operated to minimize discharges
of these chemicals. Appropriate
measures to minimize discharges of
Section 313 water priority
chemicals may include secondary
containment provided for at least
the entire contents of the largest
gingle tank plus sufficient
freeboard to allow for
precipitation, a strong spill
contingency and integrity testing
plan, and/or other equivalent
measures. o

Material Storage Areas for Section 313
Water Priority Chemicals Other Than
Ligquids

Material storage areas for Section 313
water priority chemicals other than
ligquids which are subject to storm water
runoff, leaching, or wind effects shall
incorporate drainage or other control
features which will minimize the
discharge of Section 313 water priority
chemicals by reducing storm water
contact with those chemicals.

Truck and Rail Car ILeading and Unloading
Areas for Liquid Section 313 Water
Priority Chemicals

Truck and rail car loading and unloading
areas for liquid Section 313 water
priority chemicals shall be cperated to
minimize discharges of those chemicals.
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Protection such as overhangs or door
gkirts to enclose trailer ends at truck
loading/unloading docks shall be
provided as appropriate. Appropriate
measures to minimize discharges of
Section 313 chemicals may include: the
placement and maintenance of drip pans
(including the proper disposal of
materials collected in the drip pans)
where spillage may occur {(such as hose
connections, hose reels and filler
nozzles) when making and breaking hose
connections; a strong spill contingency
and integrity testing plan; and/or other
equivalent measures.

Areas Where Section 313 Water Priority
Chemicals are Transferred, Processed or
Otherwise Handled :

Processing equipment and materials
handling equipment shall be operated so
as to minimize discharges of Section 313
water priority chemicals. Materials
uged in piping and equipment shall be
compatible with the substances handled.
Drainage from process and materials
handling areas shall minimize storm
water contact with Section 313 water
priority chemicals. Additional
protection such as covers or guards to
prevent exposure to wind effects,
spraying or releases from pressure
relief vents from causing a discharge of
Section 313 water priority chemicals to
the drainage system shall be provided as
appropriate. Visual inspections or leak
tests shall be provided for overhead
piping conveying Sectiocn 313 water
pricrity chemicals without secondary
containment.

Discharges from Areas Covered by
Paragraphs i., ii., iii. or iw.

- 7  Drainage from areasg covered by
paragraphs i., 1i., 1ii. or iv. of
this section should be restrained
by valves or other pogitive meansg
to prevent the discharge of a
gpill or other excesgive leakage
of Section 313 water priority
chemicais. Where containment
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units are employed, such units may
be emptied by pumps or ejectors;
however, these shall be manually
activated.

- Flapper-type drain valves shall
not be used to drain containment
areas. Valves used for the
drainage of containment areas
should, as far as isg practical, be
of manual, open-and-closed degigrn,.

- If facility drainage is not
engineered as gbove, the final
digcharge of all in-facility storm
sewerg shall be equipped to be
equivalent with a diversion system
that could, in the event of an
uncontrolled spill of Section 313
water priority chemicals, return
the gpilled material to the
facility.

- Records shall be kept of the
frequency and estimated
volume (in gallons) of
discharges from containment
areas.

Facility Site Runoff Other Than From
Areas Covered by i., ii., iii. or iwv.

Other areas of the facility [those not
addressed in paragraphs i., ii., iii. or

‘iv.], from which runcoff which may

contain Section 313 water priority

"chemicals or where spills of Section 313

water priocrity chemiceals could cause a
discharge, shall incorporate the
necegsary drainage or other control
features to prevent discharge of spilled
or improperly disposed material and
ensure the mitigation of pollutants in
gtorm water runoff or leachate.

Preventive Maintenance and Housekeeping

All areas of the facility shall be
inspected at gpecific intervals
identified in the SWP3 for leaks or
conditions that could lead to discharges
of Section 313 water priority chemicals
or for direct contact of storm water
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with raw materialsg, intermediate
materials, waste materials or products.
In particular, facility piping, pumps,
storage tanks and bins, pressure
vessels, procesgs and material handling
equipment, and material bulk storage
areas shall be examined for any
conditicons or failures which could cause
a discharge. Inspection shall include
examination for leaks, corrosion,
support or foundation failure, effects
of wind blowing, or other forms of
deterioration or noncontainment.
Inspection intervals shall be specified
in the plan and shall be based on design
and operational experience. Different
areas may require different inspection
intervals. Where a leak or other
condition is discovered which may result
in significant releases of Section 313
water priority chemicals to waters of
the State, action to stop the leak or
otherwige prevent the significant
release of Section 313 water priority
chemicals to waters of the State ghall
be immediately taken or the unit or
process shut down until such action can
be taken. When a leak or noncontainment
of a Section 313 water priority chemical
has occurred, contaminated soil, debris,
or other material must be promptly
removed and disposed in accordance with
Federal, State, and local requirements
and as described in the plan. )

Facility Security

Facilitiesgs shall have the necessary
security systems to prevent accidental
or intentional entry which could cause a
discharge. Security systems described
in the plan shall address fencing,
lighting, vehicular traffic control, and
securing of egquipment and buildings.

Training

'Facility employees and contractor

personnel that work in areas where
Section 313 water priority chemicals are
used or stored shall be trained in and
informed of preventive measures at the
facility. FEmployee training shall be
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conducted at intervals specified in the
plan, but not less than once per year.
Training shall address pollution control
laws and regulations, the SWP2 and the
particular features of the facility and
ite operation which are designed to
minimize discharges of Section 313 water
priority chemicals. The SWP3 shall
designate a person who is accountable
for gpill preventicon at the facility and
who will set up the necessary spill
emergency procedures and reporting
requirements so that spills and
emergency releases of Secticm 313 water
priority chemicals can be isolated and
contained before a discharge of those
chemicals can occur. Contractor or
temporary persomnnel shall be informed of
facility operation and design features
in order to prevent discharges or spills-
from occurring.

Facilities subject to reporting reguirements
under EPCRA Section 313 for chemicals that
are classified as Section 313 water priority
chemicals, in accordance with the definition
at the erid of this section, that are handled
and stored onsite only in gaseous or
nonsoluble ligquid or solid (at atmospheric
pressure and temperature) forms may provide a
certification as zuch in the SWP3 in lieu of
the additional requirements in section e. (1)
above. Such certification shall include a
narrative description of all water priority
chemicals and the form in which they are
handled and stored, and shall be signed in
accordance with Part II.K. of this permit.

The SWP3 shall be certified in accordance
with Part IL.K. of this permit.

Requirements for Salt Storage

Storage piles of salt used for deicing or other
commercial or industrial purposes and which
generate a storm water discharge asgociated with
industrial activity which is discharged to surface
waters of the State shall be enclosed or covered to
prevent exposure to precipitation, except for
exposure resulting from adding or removing
materials from the pile. Piles do not need to be
encloged or covered where storm water from the pile
igs not discharged to surface waters of the State.
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"Section 313 Water Priority Chemicalsg" means a chemical or
chemical categories which: 1) are listed at 40 CFR Part 372.65
(1998) pursuant to Section 313 of the Emergency Planning and
Community Right-to-Know Act (EPCRA) (also known as Title IIX
of the Superfund Amendments and Reauthorization Act (SARA) of
1986) {42 USC 11001 et seg.}; 2) are present at or above
threshold levels at a facility subject to EPCRA Section 313
reporting requirements; and 3) that meet at least one of the
following criteria: (i) are listed in Appendix D of 40 CFR
Part 122 (1998) on either Table II (organic priority
pollutants), Table III {certain metals, cyanides and phenols)
or Table V (certain toxic pollutants and hazardous
substances); (ii) are listed as a hazardous substance pursuant
to section 311 (b) (2} (A) of the Clean Water Act at 40 CFR Part
116.4 (1998); or (iii) are pollutants for which EPA has
published acute or chronic water quality criteria.



